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We present experimental results for Focused Ion Beam (FIB) milling of microchannels
in lithium niobate in this paper. We investigate two different cuts of lithium niobate,
Y - and Z -cut, and observe that the experimental material removal rate in the FIB
for both Y -cut and Z -cut samples was 0.3 µm3/nC, roughly two times greater than
the material removal rate previously reported in the literature. Further, we find that
the experimental material removal rate decreases as a function of aspect ratio of the
milled structures which could explain the apparent discrepancy in material removal
rates we observe and those reported previously in the literature. Our results show
that it is indeed easier than previously assumed to fabricate nanochannels with low




Lithium niobate (LN) represents the most common piezoelectric material used in radio-
frequency (RF) telecommunications1,2 including mobile phones, television, and wireless
transmitters, a technology that has become a fixture in nearly every person’s life worldwide.
While other piezoelectric materials offer certain advantages in other applications3, single-
crystal LN offers the highest electromechanical coupling of any available material over the
RF range in the 127.68◦ Y –axis rotated, X–axis propagating surface acoustic wave4. Fur-
thermore, in optical applications, LN offers powerful electro-optical coupling as well5 with
the Y and Z cuts, and advances in use of the material continue with the application of
periodically poled LN6.
In recent years, piezoelectrically generated acoustic energy has been found to be ex-
tremely useful for microfluidics in a broad range of applications7,8, from atomisation for
drug delivery9,10 to fluid jetting11, microcentrifugation12, microfluidic pumping13, particle
concentration and mixing in microdrops14, micro/nanoparticle generation15,16, biological
cell manipulation17 and tissue engineering18. Because of the micrometer-order dimensions
of these applications and the need for acoustic energy sources compatible with the planar
geometry typical of microfabricated fluidics devices, acoustic waves in the form of surface
acoustic waves (SAW) in LN at frequencies from 5 MHz to a few GHz are ideal.
Unfortunately, machining LN, whatever the cut, is a difficult matter. Easily fractured
and very anisotropic, highly pyroelectric, inert to most etchants, and transparent to all but
shortest wavelengths of lasers (for instance, LN can be machined using a 289 nm exciplex
UV laser13), LN has traditionally been left as an inert substrate upon which electrodes,
functional materials and microfluidics structures is deposited, and mechanically diced to
provide finished devices. Focused ion beam (FIB) machining is a viable alternative, having
been used to machine LN in limited studies in the past19–25. It is perhaps an ideal choice now
that its material removal rates have been increased to 0.3 µm3/nC and the lower resolution
limit has decreased to 100 nm.
Although much of the potential in microfluidics devices using acoustics has yet to be
realised, the use of acoustic waves at the nano-scale cannot be underestimated. Already,
the evidence is clear—in Edel et al.26, for example—that fluidics phenomena at the nano-
scale is far different than at larger scales, and that exploiting such phenomena will yield
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unprecedented technologies just as what has happened in microfluidics. Given the apparently
peculiar, non-Fickian nature of fluid flow at the nano-scale27, it is perhaps no surprise
that phonon transport in nanoscale structures with fluids adjacent to them would result in
interesting behaviour. Insepov and his colleagues28 report that if one were to use surface
acoustic waves transmitted along carbon nanotubes, the peristaltic motion that occurs along
the nanotubes would be sufficient to pump gases beyond 30 km/s along their length, though
the frequencies necessary to actually deliver reasonable flow rates of around 10 cc/min
appear to be well into the THz range for their 100 A˚-long nanotube. Notwithstanding the
many assumptions in their analysis and the inherent problems in using molecular dynamics
solutions to interpret the probable behaviour of real systems over physically meaningful
time scales, the work and the tantalising results of other groups29 indicate the potential
of acoustics as a useful means to provide fluid motion well into the future, particularly in
water purification30. The non-Newtonian behavior of fluids at the nano-scale is yet another
intriguing line of possible investigation31.
Curiously, though FIB has been used to machine LN in the past, no comprehensive
study on the process has been made, and the results reported in the literature appear to
conflict with each other. Due to the potential for FIB in addressing the absence of effective
machining methods for LN, especially for submicron features, this oversight needs to be
addressed. In this paper, we present a comprehensive study of the FIB milling technique for
fabricating a wide range of structures and show that FIB milling of nanochannels on lithium
niobate, to go beyond microfluidics towards nanofluidics: fluid transport in structures with
characteristic length scales of 100 nm, could be easier than previously assumed.
II. EXPERIMENTAL METHODS
127.68◦ axis rotated Y -cut (SAW grade) and Z -cut LN wafers were obtained from Roditi
International Corporation and diced into approximately 10 mm by 10 mm square samples.
The LN samples were then coated with a thin layer (about 25 nm) of gold by thermal
evaporation to act as a conducting layer to avoid charging effects and facilitate ion milling
and scanning electron microscopy (SEM) imaging.
In order to determine the actual material removal rate of each cut of LN, several rectangu-
lar channels with volumes varying from 50 - 250 µm3 were milled into the LN samples using
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a FEI Helios NanoLab 600 DualBeam FIB-SEM. Ga+ ions are emitted with an accelerating
voltage of 30 kV at normal incidence to the sample surface, and the ion beam current was
kept constant at 920 pA when milling the channels. The ion beam overlap was fixed to the
default value of 50% for all experiments, i.e. the beam was moved through the mill area in
steps equal to half the beam diameter at a particular current, to minimize the effect of the
Gaussian profile of the ion beam on the profile of the milled channels. Channels were first
milled, in triplicate for better statistics, sequentially using the FIB, cross-sections were then
cut using the FIB with a lower ion beam current of 280 pA, and finally, the milled channels
were imaged and the dimensions were measured using the SEM in-situ.
III. EXPERIMENTAL RESULTS
A. Material removal rate for LN in the FIB
Channels with six different volumes varying from about 50 - 250 µm3 were milled in
triplicate using the FIB in both Y - and Z -cut LN samples. Each milled channel was cross-
sectioned using the FIB and the dimensions of the milled channels were measured in the
SEM. Figure 1 shows a SEM image of the cross-section of a typical FIB-milled channel.
Image analysis software available with the FEI xT user interface was then used to determine
the cross-sectional area of the milled channel. This value was then multiplied by the length
of the milled channel to determine the total milled volume.
The channel shown in Figure 1 was milled in a Z -cut LN sample and is about 2 µm
wide and 600 nm deep. Due to the Gaussian nature of the FIB, some of the Au conducting
layer surrounding the channel also appears to have been sputtered away during the milling
process, as is evidenced by the thin gray halo region around the milled channel. The step
structures that are visible in Figure 1 are standard features created during the process of
cross-sectioning the channel in the FIB. The volume of each of the milled channels was
then calculated by using the measured dimensions and plotted against the total Ga+ charge
incident on each channel for both the Y - and Z -cut samples in Figure 2.
As expected, the volume of LN that is sputtered away varied linearly with the number of
Ga+ ions incident on the surface of the sample for both Y - and Z -cut samples. The gradient
of a linear fit through each set of data points gives us the value for the material removal
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FIG. 1. SEM image of the cross-section of a typical FIB-milled channel in LN. In this case, the
milled channel was 2 µm wide and 600 nm deep, the substrate was Z -cut LN, and the bright area
surrounding the milled channel is the 25 nm Au conducting layer.
rate for each cut of LN. Using this method, we obtain an experimental material removal
rate of 0.34 ± 0.02 µm3/nC for Y -cut samples and 0.30 ± 0.02 µm3/nC for Z -cut samples.
Thus, we observe that there is no significant dependence of the material removal rate using
the FIB on the surface orientation of LN. In addition, we also varied the ion beam current
from 93 pA to 2800 pA and found that the material removal rates observed were within
experimental error for all beam currents.
Table I shows a list of material removal rates using the FIB reported by various
researchers19,21–25 for different cuts of LN. The geometry of the structures milled by La-
cour et al. 19 and Sulser et al. 23 is not entirely clear, and hence, there are a range of material
removal rates (0.05-0.15 and 0.07-0.22 µm3/nC, respectively) that we have inferred from
their paper. Also, Xu et al. 24 and Liu et al. 25 milled a number of structures with different
geometries and hence, we have listed the reported range of material removal rates (0.13-0.19
and 0.10-0.12 µm3/nC, respectively).
From this table, we can see that we have achieved a material removal rate in the FIB for
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FIG. 2. Plot of average milled volume of microchannels (as measured in the SEM) as a function
of total incident Ga+ charge for Y - and Z -cut LN.
LN roughly two times greater than has been previously reported. Previous reports of FIB
milling of LN have focused on milling arrays of cylindrical or conical holes in the substrate
for optical applications, i.e. structures with high aspect ratio. In fact, Roussey et al. 21 , Xu
et al. 24 and others have claimed that they observe significant material redeposition, which is
common and significant when milling high aspect ratio structures, thus limiting the material
removal rate that they are able to achieve.
B. Dependence of material removal rate on aspect ratio of milled structures
We postulated that the higher material removal rate we observed can be attributed pri-
marily to the different aspect ratios, where we define aspect ratio as the ratio of depth to
width of structures that we have milled in comparison to the other researchers. Hence, we
investigated the material removal rate in the FIB obtained for Y - and Z -cut LN samples
as a function of aspect ratio of milled channels. We kept the ion beam current and milling
time fixed at 2.8 nA and 242 s, respectively, to ensure that the charge incident on each of
the different structures was constant. The ion beam overlap was kept constant at 50% as
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TABLE I. Material removal rates using the FIB reported by various research groups, including our
results reported here, for different cuts of LN.
Reference Cut Material removal rate (µm3/nC)
This paper Y -cut 0.34
This paper Z -cut 0.30
Lacour et al. (2005) Z -cut 0.05-0.15
Liu et al. (2010) Z -cut 0.10-0.12
Roussey et al. (2005) X -cut 0.15
Bernal et al. (2006) X -cut 0.22
Sulser et al. (2009) X - &Y -cut 0.07-0.22
Xu et al. (2009) X -cut 0.13-0.19
before to minimize the effect of the Gaussian profile of the ion beam on the profile of the
milled channels. We varied the aspect ratio of the structures milled from about 0.4 – 7
by varying the depth and width of the channels, while adjusting the length accordingly to
keep the total expected volume of the milled channels constant. The depth and width of
the channels were varied between 1 – 10 µm while the length of the channels ranged from
10 – 25 µm. Subsequently, we milled cross-sections of each channel in the FIB, similar to
that shown in Figure 1, and measured the dimensions of the milled channels using the SEM.
Since we are directly measuring the dimensions of the cross-section of the milled channels,
we are in effect taking into account any effect that the Gaussian profile of the ion beam may
have on the profile of the milled channels.
Figure 3 shows the plot of material removal rate observed in the FIB as a function of the
aspect ratio of milled channels. The material removal rate for each channel was calculated
by dividing the total milled volume, as measured using the SEM, by the total charge incident
on the channel, (i.e. 2.8 nA × 242 s = 677.6 nC). Previously published FIB milling results
for LN, as previously shown in Table I, are also shown in Figure 3 for comparison.
From Figure 3, we observe that the material removal rate in the FIB decreases as a
function of aspect ratio of the milled structures. In fact, our experimental data observed at
aspect ratios greater than 2 agree well with previously published experimental results. The
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FIG. 3. Plot of the material removal rate observed as a function of aspect ratio of the milled
channels for Y - and Z -cut LN. Our experimental data points are represented by the hollow symbols,
and results previously reported in the literature are represented by the filled symbols.
reason for this decrease in material removal rate at high aspect ratios can be attributed to
material redeposition33–35. It becomes more and more difficult to remove material from a
deep yet narrow (i.e. high aspect ratio) structure because the material has to be expelled a
long way to escape the top surface of the substrate, and there is a high probability that the
material will be redeposited along the sidewalls within the structure itself. Alternatively, we
can also explain the reduced material removal rate observed for high aspect ratio structures
kinematically. For high aspect ratio structures, the surface atoms ejected from one sidewall of
the milled structure are in closer proximity to the neighbouring sidewall than for low aspect
ratio structures. Thus, the probability for collisitions between sputtered atoms and sputtered
and surface atoms is higher for high aspect ratio structures, resulting in greater material
redeposition and hence, a lower material removal rate. Consequently, the sidewalls of high
aspect ratio channels are likely to be tapered, and we have experimentally observed this
trend. One of the features of the FIB is its ability to fabricate high aspect ratio structures,
and therefore a possible explanation for the results in the literature is the tendency for
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investigators to use this capability of the FIB, inadvertently reducing the reported material
removal rate due to redeposition.
Figure 4 shows a SEM image of the cross-section of a typical high aspect ratio (aspect
ratio = 2.7) channel in LN. As can be seen from the figure, the channel walls are V-shaped,
which suggests that it is quite difficult to remove material from the bottom of this high aspect
ratio channel due to material redeposition33–35. Consequently, milling any deeper than about
3 µm in depth does not result in any further increase in the depth of the structure actually
milled.
FIG. 4. SEM image of a sample cross-section of a FIB-milled high aspect ratio channel in Z -cut
LN. The aspect ratio for this particular channel is 2.7.
C. Nanochannel fabrication and future work
Finally, we milled a nanochannel in a Y -cut sample, typically used in microfluidics exper-
iments, to show our capability to fabricate nanochannels directly onto LN samples. Figure
5 shows a SEM image of a cross-section of a typical nanochannel (width = 100 nm, depth =
100 nm, aspect ratio = 1) that we are able to routinely mill directly onto a LN sample. Un-
like in the previous works involving FIB milling of lithium niobate19,21–25, the nanochannels
we are fabricating are low aspect ratio structures (aspect ratio ≈ 1) and hence, we are able
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to utilise the higher material removal rate of lithium niobate in this regime to our advan-
tage. Preliminary AFM measurements have indicated that the sidewall roughness of these
FIB-milled nanochannels is less than 2 nm and that the sidewall profile of these channels
may be slanted.
FIG. 5. SEM image of a cross-section of a FIB-milled nanochannel in Y -cut LN. This particular
channel is roughly 100 nm wide and deep, and showcases our ability to directly mill nanochannels
on LN samples.
In addition, preliminary experiments of imaging fluid inside such a FIB-milled nanochan-
nel show that it is possible to image fluid containing fluorescent nanoparticles inside these
nanochannels. Figure 6 shows a confocal microscope image of 22 nm fluorescent nanoparti-
cles suspended in deionised water inside a FIB-milled nanochannel.
1 µl of the fluid containing the fluorescent nanoparticles was injected close to one end
of the FIB-milled nanochannel and the sample was imaged in a Nikon A1 Rsi-MP confocal
microscope after the fluid had mostly evaporated away. As seen in Figure 6, the fluid
appeared to fill slightly more than half the length of the nanochannel through capillary
action. Hence, we are confident of reproducibly milling structures down to the 100 nm
regime as shown in Figure 5, and plan to use these devices to investigate SAW-driven
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FIG. 6. Confocal microscope image of 22 nm fluorescent nanoparticles suspended in deionised
water inside a FIB-milled nanochannel.
nanoscale fluid flow in the future.
IV. CONCLUSIONS
In this paper, we have reported experimenta results for FIB milling of microchannels in
LN. We compared two different cuts of LN, Y - and Z -cut, and found no significant difference
in the experimental material removal rate in the FIB for the Y -cut samples compared to
the Z -cut samples. The experimental material removal rate for both types of samples was
about 0.3 µm3/nC, about two times greater than the average material removal rate reported
previously in the literature.
Next, we have shown that the material removal rate in the FIB decreases as a function of
the aspect ratio of the milled structures, likely due to the increased significance of material
redeposition for high aspect ratio structures. In fact, for high aspect ratio structures, our
experimental results agree quite well with previous experimental results reported in the
literature, which have solely focused on fabricating high aspect ratio structures in lithium
niobate using the FIB milling technique.
Finally, we have showcased our ability to fabricate nanochannels with low aspect ratio on
LN, taking advantage of the higher material removal rate of lithium niobate in this regime.
Given the material removal rate we have observed (0.3 µm3/nC), the typical milling time for
a single nanochannel that is 100 µm long, 100 nm wide and 100 nm deep is approximately
30 s. Allowing for the time taken for sputtering the thin gold conducting layer, machine
pumpdown and venting, we are able to process a single fluidic chip easily in under 3 hours.
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We have also shown that it is possible to image fluid containing fluorescent nanoparticles
inside these FIB-milled nanochannels using confocal microscopy. Our results will enable
us to rapidly fabricate nanochannels directly on LN SAW devices, which will minimise any
losses in intensity and coupling of the surface acoustic waves, and we plan to investigate
nanoscale fluid flow by integrating these nanochannels onto LN SAW devices in the future.
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